


高精度齒輪加工

行星齒輪及太陽齒齒輪材料採用高級之鎳鉻鉬合金鋼(SNCM220)，

切削加工後，經滲碳熱處理至硬度57~60HRC，再進行齒面研磨，

確保齒輪精度在DIN6 級以內，比只有表面的氮化處理，

獲得最佳的耐磨耗性和耐衝擊韌性，壽命更長。

The planetary gear and sun gear are manufactured from high

quality NI-Cr-Mo alloy steel (SNCM220), precision machined

and carbunzed to hardness 57-60HRC. Precision teeth grinding

assures gear accuracy reaches DIN6 class. It provides better

wear resistance, impact resistance and longer service life than

gears with only surface nitrided.

Gear Profile/Lead  齒型及導程

行星式斜齒輪減速機

隨著時代科技的進步，精密機械的提升，伺服電機似乎成為了一種趨勢。
銳豐RUIFEN專門生產各式伺服馬達專用減速機，專業研發設計、品質控管。銳豐減速機，
具有低背隙、低噪音、高效率、高穩定性，更以客戶為中心創造出品質與經濟兼具的減速機
銳豐傳動科技減速機產品齊全，交貨快速，提供機械相關產業更完善的服務。

輸送機械、工具機械、印刷機械、押出機、機械手、彈簧機械、航太工業、自動切割設備、
橡膠機械、製紙機械、電子半導體機械、包裝設備、高週波機械，任何自動化精密機械等。
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BD 64 L1 10 P2 F1
機型 框號 段數 減速比 背隙等級

標準背隙:P2
精密背隙:P1

入力端
BD 47

64
90
110
140
200

L1
L2
L3

4~10
20~100
125~

F1
F2
F3
F4
F5
F6
F7













































BDR 64 L1 10 P2 F1
機型 框號 段數 減速比 背隙等級

標準背隙:P2
精密背隙:P1

入力端
BDR 47

64
90
110
140
200

L1
L2

4~20
20~200

F1
F2
F3
F4
F5
F6
F7











BTR 90 L1 2 K F1
機型 框號 段數 減速比 出力軸 入力端
BTR 42

60
90
115

L1
L2

1、2
5、10、20

鍵軸:K
光軸:S

F1
F2
F3
F4
F5
F6
F7






















